


Numerous ALLU applications 
worldwide

The wide ALLU-product range can be easily 

installed on almost any base machine, creating 

an effective screening/crushing unit, which can 

replace expensive specialized machinery. Here you 

will find some applications.

1.	Screening of peat e.g. separation of stumps from 
fuel peat.

2.	Aeration of sludge and other compost speeds up 
the composting process.

3.	Bio waste and a bulking agent can be crushed and 
mixed in one step.

5.	Construction waste can be screened and crushed.

6.	Screening of aggregate back into the pipe ditch 
speeds up the filling process.

4.	Pre-screening, aerating and loading directly into 
the truck in one step.

7.	ALLU separates the fine from oversized materials.

How Does It Work

8.	Screening and pulverizing of any soil.

9.	Pulverization of frozen soil or materials in the 
mining/fertilizer industry e.g. ore concentrate 
calcified salt.

The ALLU attachment is designed for hydraulically op-
erated machines such as skidsteers, backhoe/wheel 
loaders and excavators. The ALLU is attached to the 
host machine by a bracket or quick coupler.
The ALLU is an attachment, which is installed in place of 
a bucket on either a loader or excavator. In place of the 
bottom, the ALLU has rotating discs with hammers that 
pulverize and size material. After loading the bucket, 
the operator activates the auxiliary hydraulic controls, 

which rotate the drums breaking up soft materials and 
screening fines out by gravity. Once all fines have come 
out, the operator dumps the oversized to another loca-
tion. The cycle is fast, reliable and extremely cost-effec-
tive. Variable speed and direction, forward or reverse, 
are controlled by the hydraulic oil pressure provided 
by the host machine carrier and operated by a joystick 
(3rd valve) in the cab of the machine.



How Does It Work

8.	Screening and pulverizing of any soil.

9.	Pulverization of frozen soil or materials in the 
mining/fertilizer industry e.g. ore concentrate 
calcified salt.

10.	Stabilization of clay and contaminated soil. 14.	Crushing of bark.

13.	Crushing of lightweight 
concrete.

12.	Crushing of glass.

11.	Easy way to make 
different soil mixtures.

ALLU is patented worldwide.

The ALLU attachment is designed for hydraulically op-
erated machines such as skidsteers, backhoe/wheel 
loaders and excavators. The ALLU is attached to the 
host machine by a bracket or quick coupler.
The ALLU is an attachment, which is installed in place of 
a bucket on either a loader or excavator. In place of the 
bottom, the ALLU has rotating discs with hammers that 
pulverize and size material. After loading the bucket, 
the operator activates the auxiliary hydraulic controls, 

which rotate the drums breaking up soft materials and 
screening fines out by gravity. Once all fines have come 
out, the operator dumps the oversized to another loca-
tion. The cycle is fast, reliable and extremely cost-effec-
tive. Variable speed and direction, forward or reverse, 
are controlled by the hydraulic oil pressure provided 
by the host machine carrier and operated by a joystick 
(3rd valve) in the cab of the machine.



The ALLU Versatile Attachment can be adapted 
according to the material at hand.

1. Perforated Extra Screens
Extra screens are one of the ALLU Attachment accessories, which are available 
in different sizes. The screens are used for fine screening of dry materials such 
as soil or peat. The screens are also used when pulverizing e.g. glass.

2. Crushing Bars
The crushing bars are mounted between the drums when additional crushing 
effect is needed e.g. crushing bark.

3. Adapters / Basic 
Plates

4. Extra Sides

Adapter or basic plate 
for wheel loaders

The extra sides are mounted 
when additional bucket volume 
is required. When mounted on 
a wheel loader the extra sides 
also functions as an effective 
splash guard. The bucket volume 
increases 30 % with the extra 
sides.

Adapter or basic plate 
for excavator

All ALLU models come with 
fastening ears for adapters or 
basic plates.




